
VEHICLE MAINTENANCE 

Wrenches  Retaining ring pliers  Battery fluid injection tool faucet 

 Tire air inflating tool   Hydrometer   Lubricant can 

 Charger’s calibration box  multimeter   Tape measure  Jack 
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NOTES
 All the maintenance tools are available from tool market , also customer can purchase all 

the maintenance kits from Gdrive corporation or from local Gdrive dealer .
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Always: 

• Maintain the vehicle in accordance with the manufacturer’s periodic service schedule.

• Ensure that repairs are performed by those that are trained and qualified to do so.

• Follow the manufacturer’s maintenance procedures for the vehicle. Be sure to disable the

vehicle before performing 

any maintenance. Disabling includes removing the key from the key switch and removal of a 

battery wire. 

• Insulate any tools used within the battery area in order to prevent sparks or battery

explosion caused by shorting the 

battery terminals or associated wiring. Remove the batteries or cover exposed terminals with 

an insulating material. 

• Check the polarity of each battery terminal and be sure to rewire the batteries correctly.

• Use specified replacement parts. Never use replacement parts of lesser quality.

• Use recommended tools.

• Determine that tools and procedures not specifically recommended by the manufacturer will

not compromise the 

safety of personnel nor jeopardize the safe operation of the vehicle. 

• Support the vehicle using wheel chocks and jack stands. Never get under a vehicle that is

supported by a jack. Lift 

the vehicle in accordance with the manufacturer’s instructions. 

• Maintain the vehicle in an area away from exposed flame or persons who are smoking.

• Be aware that a vehicle that is not performing as designed is a potential hazard and must not

be operated. 

• Test drive the vehicle after any repairs or maintenance. All tests must be conducted in a safe

area that is free of both 

vehicular and pedestrian traffic. 

• Replace damaged or missing warning, caution or information labels.

• Keep complete records of the maintenance history of the vehicle.

The manufacturer cannot anticipate all situations, therefore people attempting to maintain or 

repair the vehicle must 

have the skill and experience to recognize and protect themselves from potential situations 

that could result in severe 

personal injury or death and damage to the vehicle. Use extreme caution and, if unsure as to 

the potential for injury, 

refer the repair or maintenance to a qualified mechanic.
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Check the dust-proof caps on steering gear box ,the 

caps are supposed to be tight on the two terminal 

ends . 

Loose caps will let water and dust into the gear 

box ,cause the gears rusting . 

Add lubricant to mechanical joint parts , the 

vehicle should be kept in good turning and 

operating functions . To attach that one should add 

lubricant to needed parts every one month . 

Check the tires every time use the vehicle . the tires 

should be inflated with enough air . The air 

pressure should with normal level . 

Check the tire chapter for more specific 

information of tire inflation . 

FLAT TIRE MAY CAUSE UNSTABLE 

STEERING FUNCTION WHILE DRIVING .

Check the tires every time use the vehicle , remove 

embedded objects or metal items away from tire 

surface . 

If the tire have embedded objects on surface ,it will 

lead to excessive noises from tire while driving or 

tire internal air leaking . 
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Check the lubricant capacity of rear axle . 

Low lubricant capacity may cause damages to rear 

axle cams or excessive noises . 

Maintenance period : change the lubricant of rear axle 

every 6 month . 

Clear the brake shoes surface , all the brake shoes 

shred dust should be cleaned out in periodic time . 

Shred dust may cause mechanical malfunctions of 

brake . 

Use a compressed air to blow the dust out . 

Maintenance period : one time per month . 

Check the brake shoes worn out conditions , if it is 

extremely worn out(1/3 left) ,then the brake shoes 

need to be replaced with a new one  

DO NOT DRIVE THE VEHICLE WITH POOR 

BRAKE . 

Check the bearings inside of front hub , the hubs 

should have enough lubricated grease .  

Maintenance period : one per 6 month . 
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Check the headlight back rubber caps , the caps 

should always be kept on tightly . otherwise water or 

dust may enter into the headlight chambers .  

Cause halogen bulbs burn down easily and vague 

vision of headlights . 

Maintenance period : One time per week  

Keep the controller from water , water may cause 

circuitry short circuit . If water enter into controller , 

the vehicle may run unintentionally after turn on the 

power switch. 

DO NOT SLASH WATER ON CONTROLLER 

INTENTIONLLY  WHILE WASH THE VEHICLE . 

Keep LED rear lights waterproof , keep the cover lid 

tight ,keep dust and water out of LED light assembly . 

 Dense humidity or water may cause LED diodes to 

burn down . 

DO NOT LOAD LED LIGHTS WITH HIGH 

VOLTAGES . 

Check fluid level before and after charging , 

electrolyte should be at least 1/2”(13mm)above the 

plates and 1/4” tp3/8”(6 to 10mm) below bottom of the 

vent . 

NEVER CHARGE BATTEY WITH LITTLE 

ELECTROLYTE , IT MAY CAUSE OVERHEATED 

OR EVEN EXPLOSION 
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Use a hydrometer to check the specific gravity of the battery 

fluid in each cell . 

Fluid density ranges from different values in different 

period of battery using 

Maintenance period :One time per 10 months 

Use a injection faucet to inject distilled water 

into the battery when the battery don’t have 

enough capacity of battery fluid . 

Maintenance period : One time per 6 months 

Always remember to take 

precautions while conduct any 

operations on batteries or 

handle battery . 

Wear gloves to protect person 

form acid corrosion . 

Wear glass to protect person 

from acid splash . 

Always remember to wash 

hands after handle battery or 

touch battery’s cap and 

battery terminals  


